


Tomamine Emulsifier 300 4 Dicpco quat based
based-drying‘agent / drying agent

Tomamine Emulsifier 300 can be easily formulated into drying agents with lower levels of MSO to provide improved
drying and reduced smearing.

Formulation Suggestions

Efficient drying agent for Durable clearcoat using Tomamine

blower drying* Emulsifier 300 and Tomadry® DAB Drying Additive
Component Weight % Component Weight %
Tomamine Emulsifier 300 15.5 Tomamine Emulsifier 300 13.8
Mineral Seal Qil 12.1 Tomadry" DAB drying additive 3.5
Ethylene glycol monobutyl ether 2.4 Mineral Seal Qil 8.5
Water 70.0 Ethylene glycol monobutyl ether 4.2

* Slightly slow in water breaking, but better drying and less spotting Water 70.0

under blower

Typical Properties

Appearance Clear to slightly hazy amber liquid

Specific Gravity at 20 °C 0.95

Viscosity at 20 °C, cP 140

Pour Paint, °C -20

Flash Point (PMCC), °F 77
For samples The information contained herein is offered without charge for use
If you would like additional information or technical assistance in by technically qualified personnel at their discretion and risk. All
preparing specific formulations, contact us. statements, technical information and recommendations contained

herein are based on tests and data which we believe to be reliable,
but the accuracy or completeness thereof is not guaranteed and no
warranty of any kind is made with respect thereto.
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